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℃

Relative humidity: 65%±3%)

检测条件：温度

20

℃，相对湿度：

65%

±

3%

1.4DX38MM

Dry tensile strength (CN/dtex)

干断裂强度

2.3

Dry elongation at break (%)

干断裂伸长度

21.2

Wet tensile strength (CN/dtex)

湿断裂强度

1.31

Linear density percentage of deviation (%)

线密度偏差率

0.6

Percentage of length deviation (%)

长度偏差率

-1.6

Over-length staple fiber (%)

超长纤维

0.4

Over-cut fiber (mg/100g)

倍长纤维

3.2

Oil content (%)

含油率

0.2

Residual sulfur (mg/100g)

残硫量

9.9

Whiteness (%)

白度

72.1

Coefficient of dry tenacity variation (CV)(%)

干强变异系数

12.21

Defect (mg/100g)

疵点

3.4

Oil-stained fiber (mg/100g)

油污黄纤维

0

Moisture regain (%)

回潮率

11.42

Rate

等级

GRADE A

Physical Parameters of Bamboo Fiber 

上海天竹纺织纤维有限公司
SHANGHAI TENBRO BAMBOOTEXTILE CO., LTD.
交货工艺说明书（MSDS）
Delivery craft instruction booklet
品名:竹材粘胶纤维
Commodity name: Bamboo viscose fiber
交货人:上海天竹纺织纤维有限公司
Delivery person: Shanghai Tenbro Bamboo Textile Co.Ltd
收货人：
Consignee:
产品安全数据图表
Product security data graph
公司名称:上海天竹纺织纤维有限公司

Corporate name: Shanghai Tenbro Bamboo textile co.,ltd

地址:上海市天目中路585号1515---1517室
Company address: 1517,No.585 Tianmu Middle Road,Shanghai, China
电话号码: 021-63802863/63802774

Phone Number: 021-63802863/63802774

传真号码:021-63801920

Fax Number:021-63801920

紧急联络电话:13701707874

Urgent talk-back: 13701707874
产品名称:竹材粘胶纤维
Commodity name: Bamboo viscose fiber
物质特别指定:单一产品
The matter specially assigns: Sole product
化学名称:再生纤维素纤维
Chemistry name: Regenerated cellulose textile fiber
成分及分量: 竹纤维100%

Ingredient and component: Bamboo textile fiber 100%
危害有害性的分类:

Harms the harmful classification:
危险性:无
Risk: No
环境污染:无
Environmental pollution:No.
着火时的处理:

Time fire processing:
灭火方法:水
Fire fighting method: Water
处理及保管上的注意事项:

Processes matters needing attention which and takes care of:
避免与高温物质,火花,火焰接触
Avoids with the high temperature matter, the spark, the flame contact
防雨,防潮,防湿
Rainproof, moisture-proof, moisture protection
品名:竹材粘胶纤维
Commodity name: Bamboo viscose fiber
品级:

Grade:
制造企业名称:

Manufacture business name:
上海天竹纺织纤维有限公司
Shanghai Tenbro Bamboo Textile co.ltd
制造企业地址:

Manufacture enterprise address:
四川，中国
Sichuan, China
1. 适用范围:

Applicable scope
本说明书是上海天竹纺织纤维有限公司竹纤维的产品等级及产品说明
This instruction booklet is the Shanghai Tenbro Bamboo textile co.,ltd product rank and the product explanation
1.1 产品名称:

Product range:
竹材粘胶纤维
Bamboo viscose fiber
1.2 化学名称:

chemname
再生纤维素纤维
Regenerated cellulose textile fiber
2. 生产方法:

Production method
原材料: 竹浆粕
Raw material: Bamboo coarse pulp
方法: 利用中国广泛生长的竹子为原料,采用水解-碱法及多段漂白精制而成浆泊,再制成纤维,按用户需求,生产出不同品种
Method: bamboo fiber are made from bamboo that grows widely throughout China .Starchy pulp is a refined product of bamboo through a process of hydrolysis-alkalization and multiphase bleaching according to the user demand, produces the different variety
3. 品质规格:

Specifications of quality
检查项目:

Inspection project:
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项目:　　　　　　　　　　　　　　　　　　　　　　　　单位：
ITEM
干 断 裂 强 度 　　　　　　　　　　　　　　　　　　≥ (CN/dteX)
Dry Tensile Strength

湿 断 裂 强 度 　　　　　　　　　　　　　　　　　　≥ (CN/dteX)
Wet Tensile Strength

干 强 变 异 系 数 　　　　　　　　　　　　　　　　　≤( % )
Coefficient of Dry Tenacity Variation

干 断 裂 伸 长 率  　　　　　　　　　　　　　　　　≥( % )
Dry Elongation at Break

线 密 度 偏 差 率  　　　　　　　　　　　　　　　　±( % )
Linear Density Percentage of Deviation

长 度 偏 差 率   　　　　　　　　　　　　　　　　　±  ( % )
Percentage of Length Deviation

超 长 纤 维      　　　　　　　　　　　　　　　　  ≤( % )
Overlength Staple Fiber

倍 长 纤 维     　　　　　　　　　　　　　　　　　≤(mg/100g)
Overcut Fibe

残 硫 量       　　　　　　　　　　　　　　　　　　≤ (mg/100g)
Residual Sulfur

疵     点    　　　　　　　　　　　　　　　　　　　≤(mg/100g）
Defect

油污黄纤维      　　　　　　　　　　　　　　　　　≤（mg/100g）
Oil-stained Fiber
白      度     　　　　　　　　　　　　　　　　　　≥ ( % )
Whiteness

４. 品质保证:
   Quality guarantee
4.1 ;判定方法:

    Determination method
对于各品种规格项目,按其包头标识为准,检查每批平均值,在规格之内确认合格.
Regarding various  specification , recognized according to marks on the bale , inspects each batch of average values, confirms qualification by the specification
5. 取样及检查批号
   Sample and inspection batch number
5.1 批号的定义:

Batch number definition:
按单线生产的1个班次为1批,每天生产6个班次(1.23批为1线生产,4.5.6批为二线生产,1.4批为夜班,2.5批为白班,3.6批为中班)

1 work shift production  is 1batch, every day produces 6 batches (1.2.3 batches is 1 produces,4.5.6 batches is two produces,1.4 batches for night shift,2.5 batches for day shift,3.6 batches for middle shift)
5.2 批号表示数量:

Batch number expression quantity
8---12吨

8---12T

5.3 批号表示方法:

   Batch number expression method:
2002—---8—----5—----2

    年      月   日     批次(为一线白班生产)

    Year    month day    The batch ( a day shift production)
5.4 取样数量:

   Sample quantity
每批平均等距取6个样,分为若干小样做数据

Distance and so on each batch of averages takes 6 types
6. 包形,重量

   Package of shape, weight
6.1 包形: 

Package of shape
长方体  1045 X 675 X 620(MM)

Cuboid
6.2 重量: 165±5kg/包
    weight
6.3 标示标签:

Marking:
(1) 产品名称: 天竹牌竹纤维

    Product range: Tenbro bamboo fiber
(2) 品种:1.56dtex x 38 mm

Variety:
(3) 等级:

Grade:

(4) 批号:

Batch number
保管:
Take care of
干燥,防潮,防湿,防水,防尘
Dry, moisture-proof, moisture protection, waterproofing, dustproof
物理,化学性质:

Physics, chemical property:
外观:白色,棉状

Outward appearance: White
危险情报:

Dangerous information
有可燃性

Has the ignitability
自己反应性:无

Own reactivity: NO
环境影响情报:

Environmental effect information:
分解性:有
Decomposability:YES
运输上注意:

Transports pays attention:
防雨,防潮,防水

Rainproof, moisture-proof, waterproofing
记载内容询问处:

Record content inquiry :
上海天竹纺织纤维有限公司

Shanghai Tenbro Bamboo Textile co.ltd
电话：021-63802863

Tel: 021-63802863

传真：021-63801920

Fax: 021-63801920

